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A mode III crack with a cohesive zone in a power-law hardening material is studied under small scale yielding con-
ditions. The cohesive law follows a softening path with the peak traction at the start of separation process. The stress
and strain ﬁelds in the plastic zone, and the cohesive traction and separation displacement in the cohesive zone are
obtained. The results show that for a modest hardening material (with a hardening exponent N = 0.3), the stress dis-
tribution in a large portion of the plastic zone is signiﬁcantly altered with the introduction of the cohesive zone if the
peak cohesive traction is less than two times yield stress, which implies the disparity in terms of the fracture prediction
between the classical approach of elastic–plastic fracture mechanics and the cohesive zone approach. The stress distri-
butions with and without the cohesive zone converge when the peak cohesive traction becomes inﬁnitely large. A qual-
itative study on the equivalency between the cohesive zone approach and the classical linear elastic fracture mechanics
indicates that smaller cracks require a higher peak cohesive traction than that for longer cracks if similar fracture ini-
tiations are to be predicted by the two approaches.
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In recent years, the cohesive zone modeling approach has emerged as a popular tool for investigating
fracture processes in materials and structures (see, for example, Needleman, 1987; Tvergaard and Hutch-
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Fig. 1. A cohesive zone ahead of a crack.
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of vanishing thickness termed the cohesive zone is assumed to exist ahead of a crack tip (see Fig. 1) to rep-
resent the fracture process zone. The upper and lower surfaces of the narrow-band are termed as the cohe-
sive surfaces and are acted by the so-called cohesive traction which follows a cohesive constitutive law that
relates the cohesive traction to the separation displacement of the cohesive surfaces. Crack growth occurs
when the separation at the tail of the cohesive zone (physical crack tip) reaches a critical value at which the
cohesive traction vanishes. Clearly, the cohesive zone modeling approach does not involve crack tip stress
singularities in classical fracture mechanics, and material failure is controlled by quantities such as displace-
ments and stresses, which are consistent with the usual strength of materials theory.
Barenblatt (1962) proposed a cohesive fracture concept aiming to eliminate the crack tip stress singular-
ity in the classical linear elastic fracture mechanics (LEFM). The strip yield zone model of Dugdale (1960),
which was proposed for estimating the crack tip plastic zone size, has also been regarded as a cohesive zone
type model with the strip yield zone treated as a cohesive zone. Mathematically, a cohesive zone model is
described by a cohesive law or the relationship between the cohesive traction r and the opening displace-
ment (separation) d of the cohesive surfaces as follows:r ¼ rcf d=dcð Þ; ð1Þ
where rc is the peak cohesive traction, dc a characteristic opening, and f a dimensionless function describing
the shape of the cohesive traction–separation curve (cohesive curve). A fundamental parameter of the
cohesive zone model (1) is the cohesive energy density, or the work of separation per unit area of cohesive
surface, deﬁned byCc ¼
Z 1
0
rðdÞdd: ð2ÞAlthough the cohesive zone modeling approach has been used by many authors for more than a decade,
the physical reality of the cohesive zone is still an issue for debate. Since it has no thickness but has a lim-
iting stress level that aﬀects the stress ﬁeld in the region surrounding it, the cohesive zone model cannot be
identical to the classical continuum fracture mechanics. In recent years, there have been attempts to inter-
pret some of the distinct narrow deformation bands (e.g., necking in ductile thin sheets and crazing in some
polymers) that are generated ahead of the crack tip as a cohesive zone. For these physical ‘‘cohesive zones’’,
the cohesive characteristics (rc, dc, Cc and f in (1) and (2)) may be determined directly by analyzing the
stress and deformation states in the band. For example, Jin and Sun (2005b) developed a cohesive zone
model for ductile thin sheet materials by treating the crack front necking zone as the cohesive zone. If such
a distinct narrow deformation band is not present, the cohesive zone can only be regarded a hypothesis or
an approximate representation of the crack tip process zone and, consequently, the cohesive zone param-
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with a cohesive zone should be approximately the same as the singular ﬁeld of classical fracture mechanics
except in the cohesive zone and its immediate vicinity. These considerations may place some restrictions on
the selection of cohesive zone parameters.
The purpose of the present work is to investigate the equivalency between the cohesive zone modeling
and the classical fracture mechanics by considering the inﬂuence of the cohesive zone on the crack tip stress
ﬁeld in elastic–plastic materials. A mode III crack with a fully developed cohesive zone in an elastic power-
law hardening material is studied under small scale yielding conditions. A particular cohesive law is as-
sumed to follow a softening path with the peak traction at the start of separation process. The stress
and strain ﬁelds in the plastic zone and the cohesive traction and separation displacement in the cohesive
zone are obtained. Eﬀects of the cohesive zone parameters on the stress distribution are discussed. The
inﬂuence of the peak cohesive traction on the equivalency between the cohesive zone approach and LEFM
is also investigated.2. Cohesive zone modeling and EPFM
Elastic–plastic fracture mechanics (EPFM) has been less successful than LEFM in predicting fracture of
materials and structures, especially when large scale yielding prevails. Under small scale yielding conditions,
however, Irwins corrected stress intensity factor K may be employed to predict the resistance curve. If the
cohesive zone approach is to be considered equivalent to the classical approach of EPFM as a rigorous
engineering tool capable of predicting material fracture, the stress ﬁelds from the two approaches should
match in the region dominated by the singular ﬁeld of EPFM except in the cohesive zone and its immediate
vicinity. In this section, the small scale yielding solution is introduced for a mode III crack with a fully
developed cohesive zone in an elastic power-law hardening material. The cohesive law is assumed to follow
a softening path with the peak traction occurring at the start of separation. The eﬀect of the cohesive zone
parameters on the crack tip stress distribution is studied.
2.1. Basic equations
Under mode III (antiplane shear) deformation conditions, there are only ﬁve nonzero ﬁeld quantities
independent of the coordinate z, i.e.,sx ¼ rxz; sy ¼ ryz;
cx ¼ 2exz; cy ¼ 2eyz;
w ¼ uz: ð3ÞThese ﬁeld variables satisfy the equilibrium equationosx
ox
þ osy
oy
¼ 0 ð4Þthe strain–displacement relationshipcx ¼
ow
ox
; cy ¼
ow
oy
ð5Þand the constitutive lawsx ¼ sece
 
cx; sy ¼
se
ce
 
cy ; ð6Þ
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ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
s2x þ s2y
q
; ce ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
c2x þ c2y
q
ð7Þare the eﬀective shear stress and shear strain, respectively. For an elastic power-law hardening material, se
and ce are related byse ¼ lce; ce  c0;
¼ s0 ce=c0ð ÞN ; ce  c0 ð8Þin which l is the shear modulus, s0 is the yield stress in shear, c0 = s0/l is the yield strain in shear, and N is
the hardening exponent. Here the deformation plasticity is used, which is appropriate for stationary crack
problems.
Under small scale yielding conditions, we can consider a semi-inﬁnite crack with a cohesive zone of
length q, as shown in Fig. 1. The symmetry condition along the crack/cohesive zone extended line
(x > q,y = 0) and the crack face traction-free condition (x < 0,y = 0) arecx ¼ 0; x > q; y ¼ 0;
sy ¼ 0; x < 0; y ¼ 0: ð9ÞAlong the cohesive zone (0 < x < q,y = 0), we assume that the cohesive traction, s, is described by the fol-
lowing speciﬁc distribution:s ¼ sy ¼ sc cos v; 0 < x < q; y ¼ 0; ð10Þ
where sc is the peak cohesive traction and v varies from 0 at x = q (cohesive zone tip) to p/2 at x = 0 (phys-
ical crack tip) so that s = sc at x = q and s = 0 at x = 0, i.e., the cohesive zone is fully developed. Although
the assumed cohesive traction of (10) is for mathematical convenience, it is in accordance with physical
interpretations of a softening law. It is noted that we take the approach by posing the problem with the
cohesive law to be determined later (i.e., v will be related to the separation displacement).
The boundary conditions (9) and (10) are supplemented by the following asymptotic conditions of small
scale yielding:sy þ isx ! K
2
IIIﬃﬃﬃﬃﬃﬃﬃ
2pz
p ; jzj=R ! 1; ð11Þwhere KIII is the applied mode III stress intensity factor, z = x + iy, and R scales with the plastic zone size.
The above mode III crack problem may be treated analytically by using the Hodograph method (see, for
example, Rice, 1968). In the Hodograph method, the basic nonlinear equations in the physical plane are
transformed into the following linear equations about the strain function, w, in the strain plane:o2w
oc2e
þ 1
ce
ow
oce
þ 1
c2e
o2w
ou2
¼ 0 ð12Þin the elastic zone (ce < c0), ando2w
oc2e
þ N
ce
ow
oce
þ N
c2e
o2w
ou2
¼ 0 ð13Þin the plastic zone (c0 < ce < cc), where u is an angle deﬁned bysx ¼ se sinu; sy ¼ se cosu; ð14Þ
cx ¼ ce sinu; cy ¼ ce cosu ð15Þ
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oce
 cosu
ce
ow
ou
; y ¼ cosu ow
oce
 sinu
ce
ow
ou
: ð16ÞThe boundary conditions for w in the strain plane are obtained by transforming (9)–(11). By setting v in
(10) as u, and for a fully developed cohesive zone, we haveow
oce
¼ 0; u ¼ 0;
ow
ou
¼ 0; u ¼ p
2
ð17Þandcosu
ow
oce
 sinu
ce
ow
ou
¼ 0; ce ¼ cc; ð18Þwhere cc iscc ¼ c0
sc
s0
 1=N
: ð19ÞThe small scale yielding asymptotic condition now becomesw !  K
2
III
2pl2
sinu
ce
; ce ! 0: ð20Þ2.2. Solution of w(ce,u)
The governing equations (12) and (13) may be solved using the separation of variables method (see de-
tails in Rice (1968)). After considering the boundary conditions (17)–(20) and the continuity conditions
across the elastic–plastic boundary, the solution w(ce,u) can be obtained. In the elastic region
(0 < ce < c0), we havew ¼ c0
cc
 1þN
 1
" #
1 N
1þ N
ce
c0
 c0
ce
( )
c0Rð Þ sinu
þ
X1
k¼2
bk  akð ÞHk
ce
c0
 2k1
c0Rð Þ sin ð2k  1Þu½ ; 0 < u <
p
2
: ð21ÞIn the plastic region (c0 < ce < cc), the result isw ¼ 1 N
1þ N
c0
cc
 1þN ce
c0
 2
1þ N
c0
ce
 N( )
c0Rð Þ sinu
þ
X1
k¼2
bk  ð2k  1Þ½ 
ce
c0
 ak
 ak  ð2k  1Þ½  cec0
 bk( )
Hk c0Rð Þ sin ð2k  1Þu½ ;
0 < u <
p
2
: ð22Þ
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2
þ
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ð1 NÞ2
4
þ Nð2k  1Þ2
s
;
bk ¼
1 N
2

ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ð1 NÞ2
4
þ Nð2k  1Þ2
s
: ð23ÞHk satisﬁes the following recurrence formulaH 2 ¼ 2 c0cc
 N,
a2 þ 3ð Þ b2  3ð Þ
cc
c0
 a2
 a2  3ð Þ b2 þ 3ð Þ
cc
c0
 b2" #
;
Hkþ1 ¼  ak  ð2k  1Þ½  bk  ð2k  1Þ½ 
cc
c0
 ak
 cc
c0
 bk" #( )
Hk

cc
c0
 akþ1
akþ1 þ ð2k þ 1Þ½  bk  ð2k þ 1Þ½  
cc
c0
 bkþ1
akþ1  ð2k þ 1Þ½  bk þ ð2k þ 1Þ½ 
( )
;
k ¼ 2; 3; . . . ð24Þ
and R isR ¼ 1
2p
KIII
s0
 2
: ð25Þ2.3. Stresses in the plastic zone and cohesive zone
The implicit formulas for the stress ﬁeld in the plastic and cohesive zones can be obtained by substituting
(22) into (16). We are most interested in the stress along the crack/cohesive zone plane. In the plastic zone
(x > q,y = 0), cx = 0 and hence u = 0. The implicit expression for the stress sy is obtained as follows:x
R
¼ x0
R
 1 N
1þ N
s0
sc
 1þN
N
þ 2
1þ N
s0
sy
 1þN
N

X1
k¼2
bk  ð2k  1Þ½ 
sy
s0
 ak1
N
 ak  ð2k  1Þ½  sys0
 bk1
N
8<
:
9=
;ð2k  1ÞHk; ð26Þwhere x0 corresponds to zero cohesive traction (physical crack tip). The reason that x05 0 in the Hodog-
raph transformation is that the physical crack tip may not be located at x = 0 as no such conditions are
imposed in the transformed boundary conditions (17)–(20). The ﬁnal solutions of stress and displacement
in the strain plane are thus obtained by shifting the physical crack tip to x = 0. The x0 value is determined
in the following Eq. (27) so that x = 0 corresponds to sy = 0.
In the cohesive zone (0 < x < q), we have se = sc according to (10) and (14) (note v = u). The stress is
then given bysy ¼ sc cosu
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R
¼ x0
R
þ s0
sc
 1þN
N
T 2
sy
sc
 
 1
2
X1
k¼2
bk  ð2k  1Þ½  ak þ ð2k  1Þ½  scs0
 ak1
N
 ak  ð2k  1Þ½  bk þ ð2k  1Þ½  scs0
 bk1
N
8><
>>:
9>=
>>;HkT 2k2
sy
sc
 
 1
2
X1
k¼2
ak  ð2k  1Þ½  bk  ð2k  1Þ½ 
sc
s0
 bk1
N
 sc
s0
 ak1
N
2
4
3
5
8<
:
9=
;HkT 2k sysc
 
; ð27Þwhere Tk(Æ) are the Chebyshev polynomials of the ﬁrst kind.
2.4. Cohesive traction–separation relation
In the present study, the cohesive traction in the cohesive zone is assumed to follow (10) and (27) with
v = u. The cohesive traction–separation relation (cohesive law) may be obtained by combining the cohesive
traction distribution (27) and the separation displacement d. According to the Hodograph method, the dis-
placement ﬁeld is expressed asw ¼ ce
ow
oce
 w: ð28ÞThe separation displacement along the cohesive zone may be obtained by substituting (22) into the above
equation and letting ce = cc as follows:d
Rc0
¼ 4 s0
sc
  ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 s
sc
 2s
þ 2
X1
k¼2
bk  ð2k  1Þ½  ak  1ð Þ
sc
s0
 ak
N
 ak  ð2k  1Þ½  bk  1ð Þ
sc
s0
 bk
N
8<
:
9=
;Hk
 sin ð2k  1Þcos1 s
sc
  
; ð29Þwhere s is the cohesive traction and can be obtained from (10) and (27). Expression (29) is the cohesive law
describing the relationship between the cohesive traction s and the separation displacement d.
In the cohesive zone modeling approach, crack extension occurs when the separation at the tail of the
cohesive zone (physical crack tip) reaches a critical value at which the cohesive traction usually vanishes.
Because the cohesive zone is fully developed, the separation displacement at the physical crack tip is the
critical separation and can be obtained by letting s = 0 in (29) as follows:dc ¼ IðN ; scs0Þ
s0
l
KIIIc
2ps20
; ð30Þwhere KIIIc is the critical mode III stress intensity factor and I is given byI ¼ I N ; s0
sc
 
¼ 4 s0
sc
 
þ 2
X1
k¼2
bk  ð2k  1Þ½  ak  1ð Þ
sc
s0
 ak
N
 ak  ð2k  1Þ½  bk  1ð Þ
sc
s0
 bk
N
8<
:
9=
;ð1Þk1Hk: ð31Þ
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Z dc
0
sdd ¼
Z sc
0
dds ¼ ps0Rc0 ¼
K2IIIc
2l
; ð32Þi.e., the cohesive energy density is the critical energy release rate.
The size of the fully developed cohesive zone may be determined from (27) by subtracting the x-value
corresponding to sy = 0 from that corresponding to sy = sc with the resultq
R
¼ 2 s0
sc
 1þN
N

X1
k¼2
bk  ð2k  1Þ½ 
sc
s0
 ak1
N
 ak  ð2k  1Þ½  scs0
 bk1
N
8<
:
9=
;ð2k  1ÞHk
þ
X1
k¼2
bk  ð2k  1Þ½ ak
sc
s0
 ak1
N
 ak  ð2k  1Þ½ bk
sc
s0
 bk1
N
8<
:
9=
;ð1Þk1Hk: ð33Þ2.5. Stress ﬁeld in the elastic zone and plastic zone contour
The stress ﬁeld in the elastic zone can be obtained by substituting (21) into (16)x
R
¼ x0
R
þ 1 N
1þ N 1
s0
sc
 1þN
N
" #
þ s0
se
 2
cosð2uÞ 
X1
k¼2
ðbk  akÞð2k  1ÞHk
se
s0
 2k2
cos ð2k  2Þu½ ;
y
R
¼ s0
se
 2
sinð2uÞ þ
X1
k¼2
ðbk  akÞð2k  1ÞHk
se
s0
 2k2
sin ð2k  2Þu½ : ð34ÞBy neglecting the higher order terms of se/s0 and keeping only the ﬁrst term in (34), we can obtain the stress
ﬁeld at distances far away from the crack tip as followsse ¼ KIIIﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2pr1
p ; u ¼ h1
2
; ð35Þwhere (r1,h1) are the polar coordinates deﬁned byx x0  1 N
1þ N 1
s0
sc
 1þN
N
 !
K2III
2ps20
¼ r1 cos h1;
y ¼ r1 sin h1 ð36Þ
(35) and (36) together with (14) indicate that the elastic stress ﬁeld far away from the crack tip is the usual
square root singular ﬁeld in LEFM with the crack tip shifted to ðx; yÞ ¼ ð1 NÞ=ð1þ NÞð
1 ðs0=scÞð1þNÞ=N
 
K2III= 2ps
2
0
	 
þ x0; 0Þ.
The plastic zone contour, or the elastic–plastic boundary, can be obtained from (34) by setting se = s0x
R
¼ x0
R
þ 1 N
1þ N 1
s0
sc
 1þN
N
" #
þ cosð2uÞ 
X1
k¼2
ð2k  1Þ bk  akð ÞHk cos½ð2k  2Þu;
y
R
¼ sinð2uÞ þ
X1
k¼2
ð2k  1Þ bk  akð ÞHk sin½ð2k  2Þu; 0 6 u 6
p
2
: ð37Þ
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Fig. 2 shows the distribution of the normalized shear stress sy/s0 along the crack extended line including
the cohesive zone for N = 0.3. The peak values of cohesive traction sc are taken as 1.5, 2.0 and 2.5 times the
yield stress s0 in Fig. 2a, b and c, respectively. The corresponding stress ﬁelds in EPFM (Rice, 1968, no0.0
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Fig. 2. Stress distribution along the crack extended line for N = 0.3: (a) sc/s0 = 1.5, (b) sc/s0 = 2.0, (c) sc/s0 = 2.5.
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shear stress increases from s0 at the elastic–plastic boundary to sc at the cohesive zone tip, and then grad-
ually decreases to zero at the physical crack tip (the tail of the cohesive zone). For the traction ratio of sc/
s0 = 2.5, the stress matches with the singular solution in EPFM in most part of the plastic zone as indicated
in Fig. 2c (the cohesive zone is relatively small compared with the plastic zone in this case, see Fig. 5). For
the lower traction ratios of sc/s0, however, the stress distribution is signiﬁcantly altered by the consideration
of the cohesive zone as shown in Fig. 2a and b.
For small scale yielding, the stress distribution in the plastic zone is not critical in predicting fracture.
For medium or large scale yielding, however, the stress distribution may play a signiﬁcant role. For the
cohesive zone approach and EPFM to produce identical predictions on fracture, the stress distribution
in most part of the plastic zone with a cohesive zone should match that in EPFM. The implications of
the results in Fig. 2 are that the peak cohesive traction should be greater than about 2.5 times yield stress
to fulﬁll the requirement of the stress distribution match.
Fig. 3 again shows the distribution of the normalized shear stress sy/s0 along the crack extended line. The
hardening exponent is now N = 0.1. For this weak hardening material case, the stress matches with the sin-
gular solution in EPFM in most part of the plastic zone, and hence, only the stress for sc = 1.5s0 is shown.
The results in Figs. 2 and 3 show that the stress basically agree with that in EPFM at distances (away from
the crack tip) greater than two times cohesive zone size.
Fig. 4a shows the plastic zone contour (elastic/plastic boundary) for N = 0.3 and sc/s0 = 1.5. The case
for sc/s0 = 2.5 is shown in Fig. 4b. It is observed that both the plastic zone size and the shape are not sig-
niﬁcantly diﬀerent from the circular zone found in EPFM, especially when the traction ratio sc/s0 is high.
The plastic zone extends ahead of the crack tip a bit more in the presence of the cohesive zone.
Fig. 5 shows the ratio of cohesive zone length to the plastic zone size ahead of the crack tip versus the
traction ratio sc/s0. The cohesive zone is relatively small compared with the plastic zone in the weak
strain hardening case (N = 0.1). For the modestly hardening case (N = 0.3), however, the cohesive zone
becomes a signiﬁcant portion of the plastic zone, especially when the traction ratio sc/s0 is low. For
example, the cohesive zone length is about 43% of the plastic zone size ahead of the crack in the case
of sc/s0 = 1.5.
Fig. 6 shows the cohesive traction–separation curve calculated from (29). The cohesive model follows a
softening path with the maximum traction at the start of separation. Compared with the linear softening
model, the cohesive traction in the present speciﬁc model decreases slowly at the initial stage of separation.0.0
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Fig. 3. Cohesive stress distribution along the crack extended line for N = 0.1 (sc/s0 = 1.5).
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Fig. 4. Plastic zone contour for N = 0.3: (a) sc/s0 = 1.5, (b) sc/s0 = 2.5.
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Fig. 5. Ratio of the cohesive zone length to the plastic zone size ahead of the crack tip.
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For fracture of brittle materials described by LEFM, the cohesive zone modeling approach becomes
equivalent to LEFM if the K-dominance zone still exists around the crack tip and the cohesive energy den-
sity becomes the critical energy release rate (Rice, 1968; Wang and Sun, 2004). In this section we examine
qualitatively the restriction on the peak cohesive traction when the cohesive zone approach and LEFM are
approximately equivalent.
When the background material is elastic, a simple closed form solution of the crack/cohesive zone prob-
lem can be obtained from the series solution given in Section 2 by letting N = 1 and s0 = sc. The constants
ak, bk and Hk now becomeak ¼ 2k  1;
bk ¼ ð2k  1Þ; k P 1; ð38Þ
H 2 ¼ 1=18;
Hk ¼ 0; k P 3: ð39ÞSubstituting the above constants into (21), we have the expression for the strain functionw ¼  c0
ce
c0Rð Þ sinu
1
3
ce
c0
 3
c0Rð Þ sinð3uÞ; 0 < u <
p
2
: ð40ÞThe eﬀective stress se and the phase angle u are related to the coordinates (x,y) byx
R
¼ x0
R
þ s0
se
 2
þ se
s0
 2" #
cosð2uÞ;
y
R
¼ s0
se
 2
 se
s0
 2" #
sinð2uÞ: ð41ÞThe traction sy in the cohesive zone follows (41) by taking se = s0x
R
¼ x0
R
þ 2 cos 2cos1 sy
sc
  
ð42Þ
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Rc0
¼ 4
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 s
sc
 2s
 4
3
sin 3cos1
s
sc
  
: ð43ÞThe size of the fully developed cohesive zone is obtained as the diﬀerence between the x-values in (42) cor-
responding to sy = s0 and sy = 0q ¼ 4
p
lCc
s2c
; ð44Þwhere Cc ¼ K2IIIc=ð2lÞ is the cohesive energy density which is set to equal the energy release rate in LEFM.
The above discussion is for the mode III problem. For mode I crack problems with a softening cohesive
zone, Hillerborg et al. (1976) proposed a characteristic length of the cohesive zonelcoh ¼ ECcð1 m2Þr2c
; ð45Þwhere Cc is the cohesive energy density, rc is the peak cohesive traction, E is Youngs modulus and m is Pois-
sons ratio. It is clear that the length parameter of (45) is consistent with (44) from the present analytical
solution in terms of the order of magnitude.
The equivalency between the cohesive zone approach and LEFM requires that there exists a K-domi-
nance zone around the crack tip and the cohesive energy density is the critical energy release rate. Consid-
ering that the cohesive zone may inﬂuence the stress distribution at locations (away from the crack tip) two
times the cohesive zone size, the above equivalent conditions may be approximately expressed aslcoh ¼ K
2
Ic
r2c
<
Rk
2
; ð46Þwhere Rk is the K-dominance zone size and KIc ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
EGIc=ð1 m2Þ
p
with the critical energy release rate
GIc = Cc. Since Rk is generally at least one order of magnitude smaller than the crack length a0, the inequal-
ity (46) may be roughly expressed aslcoh ¼ K
2
Ic
r2c
<
a0
20
: ð47ÞSince a0 is a structural parameter, the condition (47) is a structural property rather than a material char-
acteristic. That is, rc is a structural parameter. For example, for a ﬁne grained ceramic material with an
average grain size of 1 lm, a crack of length a0 roughly 50 times the grain size may be treated by LEFM.
For a KIc = 2 MPa m
1/2, condition (47) thus requires that the peak cohesive traction satisfyrc >
KIcﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
a0=10
p  1265 MPa:
For the same material with a macroscopic crack of a0 = 1 mm, the restriction to the peak cohesive traction
now becomes rc > 283 MPa. In summary, smaller cracks require a higher peak cohesive traction than that
for longer cracks if similar fracture initiation loads are predicted by the two approaches.4. Concluding remarks
A mode III crack with a fully developed cohesive zone in an elastic power-law hardening material is ﬁrst
studied under the small scale yielding condition. The stress and strain ﬁelds in the plastic zone and the
1060 Z.-H. Jin, C.T. Sun / International Journal of Solids and Structures 43 (2006) 1047–1060cohesive traction and separation displacement in the cohesive zone are obtained using a special cohesive law
that follows a softening path with the peak traction at the start of separation process. It is found that for a
modestly hardening material with a hardening exponent of N = 0.3, the stress distributions with and with-
out the cohesive zone are signiﬁcantly diﬀerent in a large portion of the plastic zone if the peak cohesive
traction is less than two times yield stress. The implications of these results to medium and large scale yield-
ing are that the peak cohesive traction should be greater than about 2.5 times yield stress to fulﬁll the
requirement of the stress distribution match so that the cohesive zone approach and the classical approach
of EPFM produce similar predictions on fracture.References
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